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W5 Thyristor

Model Table
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0~ 5VDC

1~ 5VDC

2~10VDC

0~10VDC

4~20mA

0~20mA

Manual adjustment

Special 

Product series W5

SP Single-phase angle control

Single-phase zero crossing control

Three-wire three-phase angle control

Two-wire three-phase zero crossing control

Three-wire three-phase zero crossing control

1V

4V

030
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230

300

380
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580

720

030A

045A

060A

080A

100A

125A

150A

180A

230A

300A

380A

450A

580A

720A

110VAC (Only for single-phase power source)

200~480VAC

Buffering time 2 seconds

Adjustable buffering time, 1~22 seconds

(Zero-crossing type product)

(Phase-angle type product)

SZ

TP

TZ

ZZ

W5 series

Control

Main power voltage

Normal rated current

Dash

Auxiliary power source code

Input signal code

Buffering time code

Special code

-

C

J

Inductive reactance type loading

Limited current type

Fixed voltage type

TF

CL

CV

1ø 110VAC

1ø 220VAC
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4/4 KCE® Micro Processor Controller

SET key

Auto/Manual

Shift key

Down key

Up key

OUT1

OUT2

A T

AL1

AL2

AL3

MAN

PRO

OUT%

Output 1 • green color

Output 2 • green color

Auto Tuning • yellow color

Alarm 1 • red color 

Alarm 2 • red color

Alarm 3 • red color

Manual • yellow color

Program • yellow color

Output percentage

Basic Operation Manual
Program 8-pattern 16segments
Display
PV: Process value, 4LED display (Red color)
SV: Set value, 4LED display (Green color)

Key & Light Instruction
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img. KCE Processor Controller
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